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1. Purpose:

1.1. Calibration of Denver Instruments SI 4002 Balance.

2. Scope:

oo

2.1. Applies to the calibration of Denver Instruments SI 4002 Balance.

. Responsibilities:

3.1. It is the responsibility of the course instructor/lab assistant to ensure that this SOP is
performed as directed and to update the procedure when necessary.

3.2. It is the responsibility of the students/technicians to follow the SOP as described and
to inform the instructor about any deviations or problems that may occur while
performing the procedure.

References:
4.1. Denver Instruments S1 4002 Balance Instruction Manual
4.2. Denver Instruments S1 4002 Balance Operation SOP
Definitions: N/A
Precautions: N/A
Materials:
7.1. Denver Instruments SI 4002 Balance
Procedure:
8.1. Internal Calibration
8.1.1. Press “ON/OFF” button to turn the balance on.
8.1.2. Press the “TARE” button to tare the balance.
8.1.3. Press the “CAL” button to start calibration. CAL.INT. will be displayed
followed by CAL.RUN. while the built in weight is applied automatically.
8.1.4. When calibration is finished the display will read CAL.END and the
balance is ready to use.
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9. Attachments:

Pos. Dasignation Pos. Dasignation

1 Taring 5 Startcalibration/adjustmant routing

2 Startan application program B Data output:

3 Salactan application program | Opan tha Prass this key to sand readout valuas to
ocparating manu tha built-in data intarfaca.

4 Claar 7 On/off
This kay is generally usad to cancal functions: B Lawval indicator

- Qwit application program
- Cancal calibraticn/adjustmant routine
Exit tha oparating manu

Figure 1: Denver Instrument SI 4002
Denver Instrument SI 4002 Manual
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Poe. Designation Poe. Designation
1 Waight unit 1 Busy symbol: command is being processad
2 Manu leval indicator {for exampla, “Wait for stability icon);
3 Symbol: “GLP printing moda active” aftar you turn on the powar, ¢ will ba
d Symbol: “Printing moda activa” displayed until you press a kay
5 Symbol “Application program activa” 12 Waightvalue displayad in selacted waight
B Calculated-value indicator unit

li.e., not a waeight valua) Symbols:
7 Symbol: Gross or nat valua e Save sattings and axit tha cparating manu
B Symbols for active application = Ona manu laval highar

(FE, &, %, B2, A A, C)
3 Symbol: Calibration/adjustmant function
10 Symbels for zaro rangs

Scroll through manu itams
Maxt itam on currant manu leval
Selact a paramatar satting

L =

Figure 2: Denver Instrument SI 4002 Display
Denver Instrument SI 4002 Manual
10. History:

Revision | Effective
Number | Date Preparer Description of Change

0 09JAN14 | Jason McMillan | Initial release




